Yealink
UVC85-BYOD

Premium Audio and Video Conferencing Solution

|deal for Medium to Large Meeting Rooms

BYOD: Your Device, Our Professional Experience
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4K Ultra HD intelligent Camera UVC85
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Key Features and Benefits

Ultra HD 4K Camera * 4K/30FPS
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Auto-Framing, Efficient Meetings
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Flexible Installation, Easy Deployment
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Device Management
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UVC85 Hardware Instructions

No.
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DC48V

VCH Port

Internet Port

PC Port

USB-A Port

HDMI out

Line in /out

Reset
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Description
Connect to the power adapter
Connect to an audio device (for example: CP50)
For wired network device management
Connect to a PC as video output or as device debugging purpose
Connect to USB disk to export the logs

Sharing content or camera image

The UVCS85 can be connected to third-party audio input and output devices via a 3.5mm
audio cable

Reset to factory defaults
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Professional-grade conference room speaker CP50/CPE40
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CP50 CPEA40
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Key Features and Benefits

High-quality sound, smooth calls
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Full-duplex
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Multi-unit cascading for distributed scenarios
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Integrated meeting control
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Multiple connectivity options (CP50)
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CP50 Hardware Instructions

006 0
No. ltem Description
1 Codec Port Connect to a UVC Camera (such as UVC85) or VC Host (such as MeetingEye 500)
2 DC48V Connect to the power adapter
3 Type-C Connect to PC
4 Audio Port Connect to CPE40. The standard power adapter(48V 0.7A) can support up to 3 CPE40,

The optional power adapter (48V 2A) can support up to 7 CPE40

CPE40 Hardware Instructions

]
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No. ltem Description
1 Codec Port Connect the previous omnidirectional microphone
2 Type-C Connect to PC (for internal debugging, unavailable for external functionalities currently)
3 Audio Port Connect the next omnidirectional microphone CPE40
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